POWERING A
SUSTAINABLE FUTURE

with Smart & Reliable Batteries
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Rated voltage (V) 307.2 409.6 614.4 716.8
Cell Model (LFP-3.2V) 52Ah
Battery Pack 3251P 102.4V 5.32kWh
High Voltage Stackable System  — System configuration 96S1P 128S1P 160S1P 19251P 22431P
< Number of Modules 3 4 5 6 7
Nominal capacity(kWh) 15.97 21.29 26.62 31.94 37.27
MatchBox HVS stackable battery features a modular design, with each pack Charge Upper Voltage (V) 3360 448.0 560.0 6720 7840
offering 102.4V and 52Ah, allowing for flexible combinations to meet varying =
capacity requirements. Designed specifically for three-phase residential energy Discharge Lower Voltage (V) 268.8 358.4 448.0 537.6 627.2
storage systems, it provides stable and efficient power output while balancing : Recommended current 26A
performance and safety. It is an ideal solution for homes seeking high
performance and high availability. Rated DC Power (kW) 7.98 10.64 1331 15.97 18.63
Maximum charging current LA
Maximum discharging current 52A
s malﬂhﬂnx Dimensions(W*D*H,mm) *370* + ¥370*881(z *370* + *370* + *370* +
m Cobalt Free Lithium Iron Phosphate (LFP) Battery A0 155, gy , 665*370*732(£5) 665*370*881(x5) 665*370*1031(x5) 665*370*1180(x5) 665*370*1330(%5)
B Built-in fire protection system (optional) Weight 160kg+3% 205kg+3% 250kg+3% 295kg+3% 340kg+3%
B Max.5 MatchBox HVS in Parallel Communication protocol CAN BUS(Baud rate @500Kb/s @250Kb/s)/Mod bus RTU(@9600b/s)
B Modular Design, Plug and Play Host software protocol CAN BUS(Baud rate @250Kb/s)/Wifi/Bluetooth
B CCS Standard Battery Module Operation temperature Charge:0~50°C
B 10 Years Warranty, > 6000 Cycles range Discharge:-10~55C
- _ .
15.97kWh - 186.35kWh capacity range Cycle life >6000 cycles @95% DOD
m 307.2V - 716.8V Voltage Range ,
Protection level IP65
Storage tempearture 0°C~35°C
System Demonstration System Layout Storage humidity 10%~90%RH (No Condensation)
Internal impedance <10
Inverter
. (T . Warranty 10 years
@ — t High-voltage box e Systeﬂ E' | -~ :
| — ! H Service life >15 years
: li : Warehouse E
Utility | ! Multi-group Max. 5 systems in parrallel
s | EIE . Certification
Battery pack A £ | BSL coMBINER BOX | Office
I — | —© i Safety IEC62619/IEC62477/IEC62040/CE/CEC Listed
| Org Hazardous materials Class 9
3 Supermrket | classification
MatchBox L - o (g 3 o | Transportation UN38.3
Base ‘ eI
H : AL
Huterzas e Rtz ateizas — : Factory :
] T T T F T ¥ T T L !

01/02






